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Summary 
Vapor bubble collapse problems lacking spherical symmetry a r e  
solved here using a numerical method designed especially for these prob- 
lems. Viscosity and compressibility in the liquid a r e  neglected. The 
method uses finite time steps and features an iterative technique for ap- 
plying the boundary conditions a t  infinity directly to the liquid a t  a finite 
distance f rom the f ree  surface. Two specific cases of initially spherical 
bubbles collapsing near a plane solid wall were simulated: a bubble 
initially in contact with the wall, and a bubble initially half i ts radius f rom 
the wall a t  the closest point. It i s  shown that the bubble develops a jet 
directed towards the wall rather  early in the collapse history. F r e e  sur  - 
face shapes and velocities a r e  presented a t  various stages in the collapse. 
1 
Velocities a r e  scaled like ( A ~ / ~ F  where p i s  the density of the liquid 
and Ap i s  the constant difference between the ambient liquid pressure  
2 1 atm. 
and the pressure in the cavity. For  = lo6 (z density of water P 
the jet had a speed of about 130 m/ sec  in the f i r s t  case and 170 m/ sec  
in the second when i t  struck the opposite side of the bubble. Such jet 
velocities a r e  of a magnitude which can explain cavitation damage. The 
jet develops so early in the bubble collapse history that compressibility 
effects in the liquid and the vapor a r e  not important. 
Collapse of an Initially Spherical Vapor Cavity 
in  the Neighborhood of a Solid Boundary 
Introduction 
The study of the behavior of a bubble in a liquid i s  greatly simpli-  
fied by the a s  sumption of spherical  s ymmetr  )r . Following Rayleigh' s (1 9 1 7 )  
c lass ica l  analysis of a problem f i r s t  solved by Besant,  the inviscid col- 
lapse of a spherical cavity in a homogeneous, incompressible liquid under 
a constant ambient p r e s s u r e ,  numerous authors have studied the be- 
havior of spherical  bubbles under a wide range of conditions. F a r  l e s s  
i s  kn rwr ,  about the nonspherical behavior of bubbles. Because problems 
lacking spherical symmetry have proven too complex for  d i rec t  analysis ,  
they have been investigated pr imari ly  by qualitative reasoning, experi  - 
ments ,  and perturbations f rom spherically symmetr ic  solutions. 
A problem of pr imary  importance i s  the interaction of a collaps - 
ing bubble with a solid surface.  The ear l ies t  theory of cavitation dam- 
age was based on the high p res su res  developed near  a spherical  cavity 
which has  collapsed to a smal l  f ract ion of i t s  initial s ize .  A more  recent  
theory includes the p res su res  developed during rebound caused by the 
compression of a smal l  amount of permanent gas contained in the bubble. 
Calculations discussed by P les se t  (1 966) indicate that s t r e s s e s  pro-  
duced by the collapse and subsequent rebound of a spherical  bubble fal l  
off rapidly a s  the distance f r o m  the bubble i s  increased and a r e  too smal l  
to  damage a solid surface unless the surface i s  quite close to the bubble. 
Thus the presence of a solid boundary will have an important effect in 
destroying the spherical  symmetry of any bubble capable of producing 
damage. 
Another explanation of cavitation damage i s  the theory, f i r  s t  
suggested by Kornfeld and Suvorov (1 944), that damage i s  caused by the 
action of liquid jets formed on bubbles near  the solid surface.  A per  - 
turbation study by Rattray (1 951 ) suggested that the effect of a solid 
wall  in  disturbing the flow during the collapse of an initially spherical  
bubble could cause the formation of a liquid jet directed towards the wall. 
Experiments by Benjamin and Ellis (1 966) later  confirmed that jets form 
on bubbles collapsing near a solid wall. Large vapor bubbles, generally 
about one centimeter in  radius, were grown f rom small  nuclei by the 
application of a negative pressure .  High speed photographs were taken 
of these bubbles a s  they collapsed near a plane solid surface. The ambient 
pressure  was maintained a t  about 0. 04 atm during collapse so that col- 
lapse velocities would be reduced to facilitate the photography. These 
bubbles were nearly spherical a s  they started collapsing. F i r s t  they be- 
came elongated in  the direction normal to the wall; then they tended to 
flatten and form an inward moving jet on the side of the bubble opposite 
the wall. 
The advantages of a numerical technique for simulating nonspherical 
bubble collapse a r e  clear .  Experiments a r e  difficult and give only sketchy 
resul ts .  Perturbations f rom spherically symmetric solutions a r e  not 
valid for large deformations. A numerical solution, however, can check 
results and supply detailed information. Numerical methods can also be 
applied to situations which might be very difficult to produce in the 
laboratory. Mitchell, Kling, Cheesewright, and Hammitt (1 967) have 
considered simulation of bubble collapse using the Marker -and-Cell 
technique, a general method for simulating incompressible, viscid flows 
with an assortment of boundary conditions including f ree  surf aces. Be - 
cause nonspherical collapse i s  of such interest, i t  i s  worthwhile to develop 
a method of simulation especially suited to these problems. 
Definition of the Problem 
The asymmetries caused by a solid wall should be separated f rom 
those due to initial asymmetries in shape or  velocity of the type analyzed 
in the linearized theory of Plesse t  and Mitchell (1956). The bubble is  
therefore taken to be spherical and a t  r e s t  a t  the initiation of the collapse, 
and any other extraneous asymmetric effects such a s  gravity a r e  also 
omitted. 
The following assumptions will be made: 
1. The liquid i s  incompressible. 
2.  The flow i s  nonviscous. 
3 .  The vapor pressure  i s  uniform throughout the bubble interior.  
4. The ambient pressure  and the vapor pressure  a r e  constant 
with time. 
5. The bubble contains no permanent gas. 
6. Surface tension effects a r e  negligible. 
This se t  of assumptions defines the problem a s  the nonspherical 
version of the classical Rayleigh collapse calculation. Only the f i r s t  
three a s  sumptions a r e  essential to the method of simulation developed 
here.  The last  three assumptions a r e  made to keep the essential features 
of the problem in the foreground. With the absence of shocks, compres - 
sibility will not become important until speeds in the liquid a r e  comparable 
with the speed of sound. Thus the liquid can be assumed to be incompres- 
sible with the under standing that solutions a r e  valid for small  Mach num- 
bers  only. In most cases of collapse, viscosity can be neglected unless 
the bubble i s  initially very small.  Fo r  example, viscosity i s  unimportant 
for a spherical bubble collapsing in water under atmospheric pressure  
if the initial radius i s  1 0-3 c m  or greater .  As for  the assumption of 
uniform pressure  inside the bubble, this a s  sumption will remain valid 
a s  long as speeds on the bubble surface a r e  below the speed of sound in 
the vapor. 
'The problem i s  specified by the following conditions: 
p a  = ambient pressure ,  
pv = vapor pressure  inside the bubble, 
Ro = initial radius of the bubble, 
b = initial distance f rom the plane wall to the center of the 
bubble. 
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Because the flow i s  irrotational, the velocity vector v can be 
written in terms of a velocity potential q .  Since incompressibility i s  
a s  sumed, q must satisfy Laplace ' s equation throughout the liquid. 
The pressure  boundary conditions can be restated in terms of 
and v with the aid of Bernoulli's equation 
Infinitely far  from the bubble the velocity i s  zero, and the pressure i s  the 
ambient pressure. The velocity potential there i s  an arbitrary function 
of time only, which can be taken to be zero: 
A 
limit cp(x,t) = 0 . 
I XI +m 
Then on the f ree  surface, 
The final boundary condition on the potential i s  that its normal derivative 
must vanish a t  the solid wall. Initially the potential i s  uniformly zero. 
As a result of the assumptions, the solutions a r e  characterized by 
the single parameter b/R0. A solution for a particular value of b / ~ ~  
can be scaled to bubbles of any initial size under any positive collapsing 
pressure Ap. Velocities a r e  independent of the size of the bubble, and 
A 
a r e  scaled like (Ap/ )'. 
The Method of Simulation 
Clearly the irrotationality of these problems is  best exploited by 
solving them in t e rms  of the velocity potential. A single variable gives 
a great simplification to almost every aspect of the calculation. If desired, 
both the velocity and the pressure can be easily calculated from the solu- 
tion in terms of the potential. 
The numerical method should also reflect the fact that the interest 
in these problems i s  centered on the flow at  and near the bubble f ree  
surface. The method used here calculates the velocity only on the bubble 
surface. The potential should vary most rapidly near the bubble and quite 
slowly far  f rom the bubble. Thus, i t  i s  necessary to have a highly ac - 
curate and detailed solution near the bubble surface. For  a finite dif- 
ference method this requirement means that the grid should be finest 
near the f ree  surface. The procedure adopted here  used a ser ies  of 
progressively finer nets. 
Modified finite difference equations a t  an irregular  boundary, 
usually referred to as  i rregular  s t a r s ,  a r e  essential for an accurate 
solution near the boundary. In their numerical study of finite -amplitude 
water waves Chan, Street,  and Strelkoff (1 969) observed that the wave - 
fo rms  became unstable after a few cycles using the Marker-and-Cell 
method. They obtained satisfactory results,  however, with their 
SUMMAC method, a modified MAC technique using irregular  s t a r s  at the 
f r e e  surface. 
A basic question in the numerical simulation of axially symmetric 
bubble collapse i s  whether to base the finite difference scheme on spherica,l 
coordinates or on cylindrical coordinates. The location of the origin of 
the spherical system also can present a problem, especially if the bub- 
ble i s  highly deformed. Because of the singularity, the origin cannot be 
placed in o r  adjacent to the liquid. Another disadvantage of spherical 
coordinates i s  that the boundary condition a t  the wall cannot be easily 
imposed. In a finite difference method based on cylindrical coordinates, 
the boundary condition at the solid wall i s  simple and straightforward to 
apply. For  these reasons a finite difference scheme based on cylindrical 
coordinates was adopted. A spherical coordinate system, however ,with 
the origin on the solid wall was used in applying the condition at infinity 
to the outer boundary. 
The problems considered a r e  axially symmetric so that the bub- 
ble and the liquid surrounding i t  can be described in any half plane bounded 
by the axis of symmetry. These problems also contain a plane solid wall 
so that they can be further reduced to a single quadrant. 
The method of flow simulation i s  based on a ser ies  of small  time 
steps. The shape and the potential distribution of the f ree  surface form- 
ing the bubble i s  known a t  the beginning of each time step. The boundary 
condition a t  the f ree  surface combined with the condition a t  infinity and 
the boundary conditions on the solid wall and on the axis of symmetry deter 
mine the potential throughout the liquid. The velocities of points on the 
f ree  surface can then be calculated. If the time step At i s  small  enough, 
the velocities will remain relatively constant throughout the time step. 
A 
Then the displacement of a point on the f ree  surface with velocity v i s  
approximately 
Bernoulli's equation i s  used to get the ra te  of change of the potential 
of a point moving with the f ree  surface, 
in the form 
Fo r  At smal1,the change in the potential of a displaced point on the f ree  
surf ace i s  approximately 
The velocities are ,  of course, computed a t  the beginning of the time step. 
After the f ree  boundary has been displaced and the potentials on i t  changed 
accordingly, the new bubble shape with the new potential distribution on 
the f ree  surface can be used for another t ime step. 
Standard finite difference approximations similar to Shawls (1 953) 
a r e  used to represent  Laplace's equation in cylindrical coordinates (r ,  z) .  
The domain of interest  in the (r, z )  -plane i s  covered with a square grid, 
or net, formed by a family of horizontal ( z  = constant) net lines parallel 
to the solid wall and a family of vertical ( r = constant) net lines parallel 
to the axis of symmetry. Lines of both families a r e  separated by a 
constant distance h called the mesh length. The potential distribution 
throughout the liquid i s  described by the potentials of points, called 
nodal points, where the two families of net lines intersect. The f ree  
boundary i s  represented in the calculation by the set  of points where the 
f ree  surface and the net lines intersect (cf. Fig. 1). 
A typical nodal point and i ts  four neighboring nodal points, each 
a distance h from the central point, form a regular s tar .  If a s tar  i s  
centered in the liquid but i s  ne-ar the f ree  surface, some of i ts  outer nodal 
points may fall  inside the bubble. Such s ta r s  a r e  called irregular s ta r s  
because the nodal point inside the bubble must be replaced by a f ree  sur-  
face point of known potential creating a leg shorter than the mesh length 
h. Stars centered inside the bubble a r e  not used in the calculations. The 
positions of points in both regular and irregular s tars  with respect to 
the central or l f O ' f  point a r e  identified by the numbering system illustrated 
in Fig. 2 .  
The finite difference equation a t  a s tar  i s  derived by expanding 
the potential about the central point and neglecting the higher derivatives 
(see Shaw, for example). The equation for  regular s ta r s  off the axis i s  
Stars centered on the axis of sym-metry need special consideration be- 
cause of the 1 r cpr t e rm in the Laplacian. In this case cp i s  expanded 
for constant z in powers of r about the axis of symmetry, 
cp = a + brZ + . . . (r small, z constant) . (9)  
A linear t e rm cannot be present in the expansion since i t  would imply a 
line source of fluid on the axis. For a regular s tar  centered on the axis 
of symmetry 
lim cp ( rr  + T 'r = 4b = 4(cp - qo)h" . 
r-0 1 
The resulting finite difference approximation i s  
Stars centered directly adjacent to the axis of symmetry at  r = h 
must be considered. The equation for these s ta r s  i s  also derived from 
an expansion about the axis of symmetry for constant z. The resulting 
equation for regular s tars  a t  r = h i s  
Since the solid wall forms a plane of symmetry, s tars  centered 
on the wall must satisfy the relation 
This condition is  imposed simply by using the appropriate star  equation 
with .p2 substituted for 9 . 
4 
The boundary condition at  the f ree  surface enters the calculation 
through the irregular s tars .  Equations for these s ta r s  contain the sizes 
of the irregular legs as parameters but a r e  derived in the same way as  
the corresponding regular s tar  equations. 
Each s tar  equation can be written a s  a formula for the potential 
of the central point of the star  in terms of the central potentials of 
neighboring s tars .  The Liebm- iterative method i s  used with over - 
relaxation to find the potential distribution that solves all s tar  equations 
simultaneously. Each iteration of the Liebmann method covers every 
star  in the net. The central potential at each s tar  i s ,  in turn, replaced 
with a new value based on the s tar  equation. The Liebmann method 
employs this new potential in the equations of any neighboring s ta r s  that 
a r e  encountered later in the iteration in contrast with another common 
method, the Richardson method, which does not use the new potentials 
until an iteration has been completed. An initial estimate of the potential 
distribution i s  necessary to s ta r t  the Liebmann method. Usually this i s  
provided by the potential distribution from the preceeding time step. The 
f i r s t  time steps and time steps immediately following a change in the nets 
a r e  initiated from a uniformly zero potential. 
The convergence of the Liebmann method for large nets i s  greatly 
accelerated by the use  of overrelaxation. Suppose qs is the potential, 
of the central point that satisfies the s t a r  equation. Then the old potential 
'Pold , i s  replaced by 
The constant cu is called the relaxation factor.  A simple estimate 
of the optimum relaxation factor and the ra te  of convergence for large 
nets was developed for  the plane case  by P. R. Garabedian (1 956). His 
resul ts  a r e  formally unchanged in the axially symmetric case.  After N 
iterations the e r r o r  i s  reduced by a factor of the order  of magnitude 
where q i s  defined by 
The constant C is related to the relaxation factor by 
and k i s  the lowest eigenvalue of the problem 
1 
The boundary conditions on U a r e  the same a s  on the e r r o r  in the 
potential: U i s  zero  on boundaries of known potential and has a zero, 
normal  derivative on boundaries where the normal  derivative i s  known, 
Clearly convergence is most  rapid when q i s  maximized. 
Garabedian pointed out that,if C i s  made grea ter  than k /p, the r e a l  
1 1 
par t  of -(4c2 - 2k2 will decrease sharply, reducing convergence con- 
1 
siderably; but,if C is less  than or  equal to the optimum k /n then 
1 
1 
-(4c2 - 2k2 )' i s  purely imaginary so that 
1 
If we assume that a! i s  large enough to cover the lowest eigenvalue, i. e. , 
2 2 
l t k  h / F  
Y 
1 
then the ra te  of convergence i s  a function of cr only, 
In many problems, the optimum value of a! can be estimated 
quite closely. A useful example i s  that of two concentric spheres with 
known potential distributions on their surfaces. Let J be the number of 
mesh lengths between the two spheres. The optimum relaxation factor 
i s  then 
a! = 
2 
1 +r/(p J) ¶ 
which corresponds to an e r r o r  reduction factor of 
An iterative method has been developed for applying the condition 
a t  infinity to the outer boundary. The outer boundary refers  to the bound- 
a ry  of the net excluding the f ree  boundary, the axis of symmetry, and 
the solid wall. The method i s  based on a spherical coordinate system 
(d, 8) with its origin a t  the inter section of the axis of symmetry and the 
solid wall. The dista.uc.i: f rom the origin i s  d; the angle with the axis of 
symmetry i s  8 .  Each step begins with a net like the one shown in Fig. 3.  
The shape of this net i s  chosen to give the nodal points on the outer 
boundary a nearly constant value of d. A slight point to point variation 
in d i s  unimportant, however. Irregular s t a r s  a r e  unnecessary on the 
outer boundary. The average value of d on the outer boundary i s  taken 
to be do. 
The potential can be expanded in a se r i e s  of axially symmetric 
harmonics valid for values of d large enough to contain the bubble 
completely 
Only the even Legendre polynomials a r e  used in the expansion because 
of the symmetry of the plane wall. The condition that the potential ap- 
proaches zero infinitely f a r  f rom the bubble may be restated as  
The -4 coefficients will be zero  only when the potential distribution on 
the outer boundary i s  consistent with the condition a t  infinity. I t  i s  a s  sum- 
ed that do i s  large enough so that the t e rms  in Po(cos @) and P (cos 6 )  
2 
effectively describe the potential on the outer boundary. The P (cos 8)  
4 
t e r m  is  also included in the calculation, although do i s  large enough in 
practice to keep this t e r m  negligible. The potential a t  the outer boundary 
may then be written as  
= Co + C P (cos 8 )  t C P (cos 8) . 
2 2 4 4 (26) 
Each time step begins by solving the potential problem with a t r i a l  
potential distribution on the outer boundary. This potential distribution i s  
usually provided by the resul ts  of the previous time step. The condition 
that the A coefficients must vanish may be stated a s  a relationship be- 
tween the potential and its radial  derivative. Therefore,  the radial  
derivative i s  calculated a t  each nodal point on the outer boundary. All 
nodal points on the outer boundary of nets like the one in Fig. 3 have 
other nodal points directly below them and to their left. The derivative 
in the vertical direction can be calculated by fitting a second order poly- 
nomial through the outer boundary nodal point and the two nodal points 
directly below i t .  The horizontal derivative i s  calculated by the same 
method and combined with the vertical derivative to produce the radial 
derivative: 
a'p acp aq (d , 0) = ) cos 8 + I F )  sin 8 d 0 
r z 
z Do + D P (cos 8)  t D P (cos 8)  . 
2 E 4 4 
The C and D coefficients a r e  easily evaluated f rom the potential 
on the outer boundary and i ts  radial derivative. The A and B co- 
efficients a r e  determined by the C and D coefficients. In particular,  
and 
The condition that the A coefficients vanish can be stated as  a 
relationship between the C and B coefficients: 
With the neglect of the higher harmonics, Eq. (29) will be satisfied only 
when the potentials on the outer boundary a r e  consistent with the condi- 
tion a t  infinity. This suggests that the B coefficients calculated from 
Eqs. (28) may be used to form new potentials a t  the outer boundary nodal 
points f rom the formula 
Bo B B 
~ ( d , o )  = h t 2 P (cos 8)  t 4 P (cos 8)  . 
d3 d5 
The iteration scheme is  to solve the potential problem with the 
new outer boundary potentials, then find the B coefficients f rom Eqs. 
( 2 8 )  and use them to establish outer boundary potentials for the next 
iteration. Let a superscript n on a coefficient denote the value of that 
coefficient during the n'th iteration. Equation (30) specifies that 
Convergence i s  rapid when the distance f rom the bubble to the outer wall 
i s  large compared to the mean radius of the bubble. In practice three or  
four iterations were sufficient to establish a satisfactory potential distribu- 
tion on the outer boundary starting f rom a uniformly zero distribution, and 
only a single iteration was necessary to adjust for the small  changes be- 
tween consecutive time steps. The net used to establish the outer boundary 
potentials had a radius of 40 mesh lengths. The bubble had an initial 
radius of 5 mesh lengths in this net. As the bubble collapsed, the scale 
of this net was halved several  t imes. The large mesh length of the net 
used to establish the outer boundary potentials gives only a rough solution 
near the f ree  boundary. Therefore three o r  four progressively finer nets 
a r e  applied successively to provide a more  detailed description near the 
bubble. A typical ser ies  of nets i s  illustrated in Fig. 4. Each net of the 
ser ies  has a mesh length half the mesh length of the preceeding net. 
Since each net i s  contained in  the preceeding one, both the initial potentials 
and the outer boundary potentials a r e  taken f rom the pr eceeding net. 
The shapes of all  nets except the one used to establish the outer boundary 
potentials a r e  arbi trary.  Usually these nets were shaped to give a 
minimum distance of ten to twenty mesh lengths between the f r e e  surface 
and the outer boundary. 
The relaxation factor for  the f i r s t  net of the ser ies  was estimated 
f rom the model of a sphere of radius d with a point of known potential 
0 
(representing the f r e e  boundary) a t  i ts  center. The optimum relaxation 
factor for  J = 40 i s  a = 1.895. Then 40 Liebmann iterations reduce 
the e r r o r  by a factor of about 85. 
The finer nets contain e r r o r s  of predominantly smal l  wavelengths. 
F o r  these nets a relaxation factor capable of handling e r r o r s  extending 
a distance of 20 meshlengths f r o m  a spherical  boundary should be 
adequate. When J = 20, cu = 1. 80. Since the initial e r r o r s  in  the finer nets 
a r e  small  in  magnitude, 15 i terations giving an e r r o r  reduction factor of 
about 30 should be sufficient for  the intermediate nets.  More i terations 
a r e  advisable for the final net of the se r i e s  because the velocities a t  the 
f r e e  surface points a r e  calculated f r o m  i ts  solution. A choice of 25 
i terations gives an e r r o r  reduction factor  of about 250. 
The velocity components in both the r and z directions must  
be  found a t  a l l  f r e e  boundary points of the final net. The velocity calcula- 
tion will be described for  a point on a ver t ical  net l ine.  The method i s  
completely. analogous for points on horizontal net l ines.  If the mesh  length 
of the final net i s  sufficiently smal l ,  each f r e e  boundary point not center - 
ed on the wall or  on the axis of symmetr l r  will be par t  of an i r regular  
s t a r  with a regular point opposite the f r e e  boundary point a s  in Fig.  5. 
Let PB,  P O I  and cp be the potentials of the f r e e  boundary point, the D 
central  point of the i r regular  s t a r ,  and the point opposite the f r e e  bound- 
a r y  point, respectively. The potential along the vert ical  net line i s  ap- 
p r o x i r a t e d  near  the f r e e  boundary point by a quadratic fitted through 
points B, 0, and D. The vert ical  velocity is then 
where 
z -z lzo-ZBI 
A = B -  - length of i r regular  leg 
z -z h length of regular leg D 0 
( 3 3 )  
When X i s  smal le r  than some minimum value A 
min'  point D i s  used 
in place of point 0, and the next point along the net line (point E in 
Fig.  5)  replaces point D. This adds unity to A . 
Once the derivative in  the vert ical  direction has been found, the 
derivative in the horizontal direction i s  calculated from. the two f r e e  
boundary points A and C on either side of point B. A linear 
approximation i s  used for  the potential between adjacent f r e e  surface 
points. Expansion of the potential about point B along the f r e e  surface 
gives to f i r s t  o rder  the form 
This produces an estimate for the horizontal velocity 
To avoid any systematic e r r o r s ,  this estimate i s  averaged with 
another estimate of made using the f r e e  surface point C on the 
other side of B. 
Since the method for  finding the horizontal velocity i s  essentially 
to subtract the known vert ical  component f r o m  the velocity tangential to 
the f r ee  surface,  f r e e  surface points on vert ical  net l ines should not be 
used to define the displaced f r e e  surface if the tangent to the f r e e  surface 
a t  that point i s  nearly ver t ical .  It i s  a lso wise to eliminate one of a pair  
of adjacent f r e e  surface points that a r e  within a few hundredths of a mesh  
length of each other since there i s  a possibility that their  paths may c r o s s  
when they a r e  displaced. After the f r e e  boundary points of the final net 
a r e  displaced and have had their  potentials changed, they a r e  used with 
the proper scaling to define the f r e e  boundary in al l  of the nets of the 
next t ime step. To obtain the points where the f r ee  surface intersects  
the net l ines,  consecutive pa i rs  of displaced points a r e  connected by 
straight l ines a s  i l lustrated in Fig.  6. A f r e e  boundary point i s  established 
wherever one of these l ines intersects  a net line. I ts  potential i s  deter  - 
mined by linear interpolation between the endpoints. 
Equations (4)  and (7)  a r e  accurate  only i f  the velocities a r e  
relatively constant between consecutive t ime steps.  The cr i ter ion to be 
used in choosing the s ize of a t ime step should be that the velocities of 
the f ree  boundary points must change by less  than a given percentage be- 
tween consecutive time steps. This i s  clearly impossible for the f i r s t  
t ime step if the velocities a r e  initially zero. However, Eqs. (4) and (7)  
can be modified to allow a large initial step. Consider a bubble complete- 
ly at r e s t  a t  t = 0. Early in the collapse all  velocities will be small.  At 
a point on the f ree  surface 
or  over the f ree  surface 
The initial step i s  made by solving the potential problem with a 
potential of Ap/ p over the initial f r ee  surface and calculating the resul t-  
- 
ing velocity V a t  the f ree  boundary points. Then early in the collapse 
After an initial t ime step Ato, the displacement and potential of a point 
on the f ree  surface a r e  
and 
Results of the Calculations 
The collapse of an initially spherical bubble near a plane solid 
wall was simulatedfor  two cases.  In Case 1 the parameter b / ~  was 
0 
unity; that is,the bubble boundary was in contact with the solid wall and 
tangent to it .  In Case 2 b/Ro was 1.5;  the closest distance f rom the 
bubble boundary to the solid wall was initially half the radius of the bub- 
ble. Ninety-four t ime steps were used f o r  Case 1 and seventy-seven for 
Case 2. Calculations were  stopped when the liquid jet reached the op- 
posite wall of the bubble since the assumption of incompressibility i s  no 
longer valid. The bubble shapes for  selected t ime s teps for  Cases 1 and 
2 a r e  shown superimposed in  Figs .7 and 8,  respectively. Table I l i s t s  
1 
the t ime intervals in  units of R ~ ( ~ / A ~ ) '  f rom the initiation of collapse 
for  each shape and the downward velocity on the upper portion of the bub - 
ble a t  the axis of symmetry.  The velocities, which a r e  scaled like 
1 (ap/ p, are given in m e t e r s /  s ec  for  the special  value 
9 - 1 0 ~ d ~ n e s / c m ~ ,  1 atm.  
density of water P (41 1 1 . o g / c m 3  
TABLE I 
Time Interval f r o m  Initiation of Collapse ,and the Velocity of the Bubble 
Boundary a t  the Axial Point mos t  Distant f rom the Wal1,for the Cases 
Il lustrated in  Fig.  7 and Fig.  8 
F i g u r e  7 
Shape I Time 
----- -- 
i 
F i g u r e  8 
Velocity 
0,725 =Y- 10 m /  sec  
0.875 1 17 m / s e c  
0. 961 1 35 m / s e c  
0. 991 I 53 m l s e c  I 
1.016 
1 .  028 
94 m l s e c  
142 m / s e c  
1.  046 160 m / s e c  
1.044 
1.  050 
165 m / s e c  
170 m / s e c  
The solid wall influences the bubble early in the collapse chiefly 
by reducing the upward motion of the lower portion of the bubble. As a 
resul t  the bubble becomes elongated in the direction normal to the wall 
a s  was predicted by Rattray (1 951 ). The bottom of the bubble sti l l  moves 
upward towards the bubble center in Case 2, but since this upward motion 
i s  reduced, the centroid of the bubble moves towards the wall displaying 
the well -known Bjerknes effect. 
As the bubble acquires kinetic energy, this energy i s  concentrated 
in the upper portion of the bubble which eventually flattens and forms a 
jet. Once the jet i s  formed, the speed of i t s  tip remains fairly constant. 
The behavior of the upper portion of the bubble in Case 2 i s  not 
very different from Case 1. The overall shapes appear quite different, 
however, because the bottom of the bubble must  remain in contact with 
the solid wall in Case I but i s  allowed mobility in Case 2. The jet speed 
in Case 2 (about 170 m / s e c  under atmospheric Ap)  i s  somewhat la rger  
than the speed in Case I (about 130 m/sec) .  This behavior i s  as  expected 
since a bubble which i s  far ther  f rom the wall collapses to a smaller size 
and can concentrate i ts  energy over a smaller volume. 
The jet appears to be the resul t  of the deformation caused by the 
presence of the wall during the early part  of the collapse. I t  i s  known 
from the linearized theory of Plesse t  and Mitchell (1 956) that a small  
deformation can lead to jetting much later in the collapse, but the jet 
formation found here  appears before the jetting which might develop 
f rom a small  initial perturbation. 
Although the bubble i s  initially fairly close to the wall in Case 2,  
the final jet must  pass through the liquid for a distance of more  than five 
times i ts  diameter before i t  reaches the solid wall. The jet in Case 1,  
which str ikes the wall directly, seems the more  capable of damage even 
though the jet speed i s  lower. Apparently cavitation bubbles must al-  
most  touch the wall initially to be capable of damaging it. 
A jet of speed v directly striking a solid boundary produces an 
initial pressure  given by the water hammer equation, 
where the L and s subscripts r e f e r  to the liquid and the solid, respect-  
ively, Usually pscs i s  large compared to p c producing the ap- L L 
pr  oximation 
Experiments by Hancox and Brunton (1 966) have shown that multiple 
impacts by water a t  a speed of 90 m /  sec can erode even stainless 
steel.  
Benjamin and Ellis (1966) present  two ser ies  of photographs of 
bubbles collapsing near a solid wall in Figs. 3 and 4 of their paper. The 
collapse illustrated in their Fig. 4 i s  very similar  to Case 2. The col- 
lapse illustrated in their Fig. 3 falls between Case 1 and Case 2. 
Benjamin and Ellis estimated the jet speed in their Fig. 3 to be about 
I0  m /  sec  under an ambient pressure  of about 0.04 atm. The vapor pres  - 
sure  of the water i s  very important at this reduced pressure .  Since 
Benjamin and Ellis did not mention the temperature of the water, this 
pressure  cannot be determined directly. However, Ap can be deduced 
f rom the total collapse time which they gave as  10 millisec. The total 
collapse time for a spherical bubble i s ,  according to Rayleigh, 
The total collapse times for Cases 1 and 2 a r e  only slightly greater  since 
most of the time i s  consumed early in the collapse while the bubble i s  
nearly spherical. For  collapse near a solid wall, then, the total collapse 
.,I 
time i s  roughlyer 
Since R o z  1. 0 cm and T = 10 m s ,  the pressure  difference for the col- 
lapse in Fig. 3  of Benjamin and Ellis i s  approximately 
AP = P, - Pv - 104dynes/cm2 = 0.01 atm . 
A vapor pressure  of 0.03 atm. corresponds to a temperature of about 
7 6 " ~ .  Speeds fo r  one atmosphere pressure  difference should be in- 
creased by a factor of ten giving an estimated jet speed of roughly 
1 00 m/ sec so that the experimental observation of Benjamin and Ellis 
a r e  compatible with the calculations performed here .  
As general conclusions we may say that i t  appears very likely 
that cavitation damage with collapsing vapor bubbles i s  caused by the 
impact of the jet produced by the presence of the adjacent solid wall. 
Further ,  i t  appears reasonable to say that only those cavitation bubbles 
quite near the solid boundary can produce damage whether by a jet or by 
any radiated shock. F r o m  the calculations presented here ,  we see that 
for a bubble near the wall the jet i s  formed early in the collapse history 
so that the many complications of the late stages of cavity collapse do not 
enter.  These familiar complications include the instability of the spherical 
shape toward the end of collapse, the effects of high bubble wall velocities 
on the behavior of the vapor in the bubble, and the effects of compres- 
sibility, not only in the vapor phase, but in the liquid a s  well. It i s  also 
very evident that the jet appears before there i s  any possibility of 
radiating a shock. 
I t  i s  not clear  that the impact, o r  "water -hammer1' s t r e s s  of 
Eq. ( 4 3 )  i s  the mechanism of damage to the solid. For  the case of the 
1 
- 2 
: 
Rattray derived the formula - ' [ ? ~ ~ = . 9 1 5  
Ro 2b 
f rom his perturbation analysis. 
spherical bubble initially in contact with the wall and for Ap = 1 atm in 
water, we have v - 130 m/ sec  and c - 1,500 m/ sec  so that L 
'WH - 2,000 atm. 
While this i s  a most impressive impact s t r e s s ,  i t  i s  not obvious that i t  i s  
the important damaging mechanism since the duration of this s t r ess  i s  so 
short. We may estimate this duration a s  being no longer than the time 
for the impact signal to t raverse  the radius of the jet. For  a bubble 
- 7 
with an initial radius R = 0.1 cm,  this time is T 
o WH - 1 0  sec.  On 
the other hand the stagnation pressure  i s  approximately 
1 
- - pv2 -- 800 atm ps 2 
which will have a duration of the order  of the length of the jet divided by 
i t s  velocity v. This pressure  pulse may be the source of the damage be - 
cause i t s  duration i s  an order  of magnitude greater .  
Finally, we may say that cavitation damage should have a close 
relationship with liquid impact damage and inferences from studies of 
the latter should be useful for cavitation damage. We may also use 
calculations of the kind presented here  to get reasonably accurate estimates 
of cavitation s t ress  pulses. 
References 
Benjamin, T. B. and El l is ,  A. T. 1966 Phil .  Trans.  Roy. Soc. London 
A 260, 221. 
-
Chan R. , Street ,  R. , and Strelkoff 1969 Dept. of Civil Eng. , Stanford 
Univ. Report 1 04. 
Garabedian, P. R. 1956 Mathematical Tables and Other Aids to Computation 
X, 183. 
- 
Hancox, N. L. and Brunton, J. H. 1966 Phi l  Trans .  Roy. Soc. London 
A 260, 121. 
-
Kornfeld, M. and Suvorov, L. 1944 J. Appl. Phys.  - 15, 495. 
Mitchell, T. M.,  Kling, C. L. , Cheesewright, R, and Hammitt, F. G. 
1967 U. of Michigan, College of Eng. Report 07738-5 -T. 
P lesse t ,  M. S. 1966 Phil .  Trans.  Roy. Soc. London A - 260, 241. 
P le s se t ,  M. S. and Mitchell, T. P. 1956 Quart .  Appl. Math. - 13. 
Rattray, M. 1951 Ph.D. thesis ,  California Institute of Technology. 
Rayleigh, J. W.S. 1917 Phil. Mag. 34, 94. 
-
Shaw, F. S. 1 95 3 An Introduction to Relaxation Methods. New Y ork: Dover. 
Fig. I Representation of the Bubble 
by F r e e  Boundary Points 
I 
Fig.  2 Numbering System for S ta r s  
Fig.  3 Net Used to Apply the Condition a t  Infinity 
Fig. 4 A Typical Series  of Nets 
(Each Net Extends to the Bubble Surface) 
Fig.  5 I'oints Used to Calculate the Velocity 
a t  F r e e  Boundary - - Point B 
ORIGINAL POINTS 
A DISPLACED POINTS 
o NEW POINTS 
Fig.  6 Linear Interpolation to Obtain 
New Boundary Points 
INITIAL SPHERE 
F i g .  7 Bubble Surfaces from Case I 
INITIAL SPHERE 
F i g .  8 Bubble Surfaces f rom Case 2 
DISTRIBUTION LIST FOR UNCLASSIFIED TECHNICAL REPORTS 
ISSUED UNDER 
CONTRACT N00014-67-0094-0009 
(Single copy unless otherwise specified) 
Officer  in  Charge Commander  
Annapolis Division Naval Weapons Labora tory  
Naval Ship Resea rch  & Development Center  Attn: Computation & Analysis Lab. 
Annapolis,  Maryland 21402 Dahlgren,  Virginia 22448 
Commander  
Boston Naval,  Shipyard 
Boston, Mass .  02129 
Commanding Officer 
Office of Naval Resea rch  Branch Office 
495 S u m m e r  S t r ee t  
Boston, Mass .  02210 
Commanding Officer & Direc to r  
Naval Applied Science Lab. 
Naval Base ,  Attn: Code 930 
Brooklyn, New York 11252 
Naval Applied Sci. Lab. 
Technical  L ib ra ry  
Building 1 ,  Code 222 
Flushing & Washington Aves. 
Brooklyn, N. Y. 11251 
Commanding Officer 
NROTC and Naval Administrat ive Unit 
Mass .  ins t .  of Technology 
Cambridge ,  Mass .  02 139 
Depar tment  of Naval Archi tec ture  
and Marine Engineering 
Room 5-228 
Massachuse t t s  Inst .  of Technology 
Cambridge ,  Massachuse t t s  02 139 
Commander  
Char les ton  Naval Shipyard 
U. S. Naval Base  
Char les ton ,  S. C. 29408 
Commander  
Naval Weapons Center  
China Lake ,  California 93555 
Commanding Officer 
Office of Naval Resea rch  Branch Office 
2 19 South Dearborn  St. 
Chicago Ill .  60604 
Commanding Officer 
A r m y  Resea rch  Office 
Attn: ESD - AROD 
Box CM, Duke Station 
Durham,  North Carolina 27706 
Commanding Officer 
Army  Resea rch  Office 
Box CM, Duke Station 
Durham,  North Carolina 27706 
U. S. Army  Mobility Equip. Re s. and Dev. 
Att: Technical Documents Center  
Building 31 5 
F o r t  Belvoir , Virginia 22060 
Commander 
Long Beach Naval Shipyard 
Long Beach,  Calif. 90802 
Commanding Officer & Direc to r  
Underwater  Sound' Lab- 
F o r t  T rumbull 
Attn: Technical  L ib ra ry  
New London, Conn. 06321 
Commanding Officer 
USN Underwater  Weapons and 
Resea rch  & Engrg  Station 
Attn: Technical L i b r a r y  
Newport,  Rhode Island 02840 
Office of Naval Resea rch  
New York A r e a  Office 
207 W. 24th St. 
N e w Y o r k ,  N. Y .  10011 
Direc tor ,  Naval Resea rch  Laboratory (2!J) 
Attn. L ib ra ry ,  Code 2029 (ONRL) 
Washington, Do C. 20390 
Commander 
Naval Undersea  Resea rch  and Dev. Center  
3202 E a s t  Foothill  Blvd. 
Pasadena ,  California 91 1 07 
Commander  
Naval Weapons Labora tory  
Attn. Technical L i b r a r y  
Dahlgren Va. 22418 
Commanding Off icer  
Office of Naval R e s e a r c h  Branch  Office 
1030 E. G r e e n  St. 
P a s a d e n a ,  Calif .  91101 
Commande  r 
Technical  L i  b. ( Code 249b) 
Ph.iladelphia Naval  Sh ipyard  
Phi lade lph ia ,  P a .  191 12 
Commande r  
Naval Mi s s i l e  Cen t e r  
Attn: Technica l  L i b r a r y  
Po in t  Mugu, Calif .  93041 
Commanding Off icer  & D i r e c t o r  
Na.va1 Civil  Engineer ing  Lab.  
P o r t  Hueneme ,  Calif .  93041 
Commande r  
Po r t smou th  Naval Sh ipyard  
P o r t s m o u t h  New Hampsh i r e  03801 
Co~mmande  r 
Norfolk Naval Sh ipyard  
P o r t s m o u t h ,  Virginia  23709 
Commande r  
Na.val Command Cont ro l  Communica t ions  
La.boratory Cen t e r  
San  Diego,  Cal i fornia  92152 
Commande r  (Code 246P ) 
P e a r l  H a r b o r  Naval  Sh ipyard  
Box 400 
F P O  San  F r a n c i s c o  96610 
Office of Naval R e s e a r c h  
San  F r a n c i s c o  A r e a  Office 
50 F e l l  S t r e e t  
San  F r a n c i s c o ,  Ca l i fo rn ia  941 03 
Commande r  
Naval  Ordnance  Labo ra to ry  
Attn: D r .  A. May 
White Oak 
Sillver Spr ing ,  Md. 20910 
Commande r  
Naval Ordnance  Labo ra to ry  
Attn: D r .  A. E. Se ige l  
White Oak Labora tory  
S i l ve r  Sp r ing ,  Md. 20910 
Commande r  
Naval Ordnance  Labo ra to ry  
Attn: G a s  Dynamics  Divis ion 
White Oak 
Sillver Spr ing ,  Md. 209 10 
Commande r  
Naval Ordnance  Labo ra to ry  
Attn: L i b r a r i a r  
White Oak 
S i l ve r  Sp r ing ,  Md. 20910 
Commande r  
Naval Ordnance  Labo ra to ry  
Attn: Chief ,  Lib.  Div. 
White Oak 
S i l ve r  Spr ing ,  Md. 20910 
Commanding Off icer  & D i r e c t o r  
Naval Sh ip  R e s e a r c h  & Development  Cen t e r  
Wash-irgton, D. C. 20007 
Commande r  
Naval Ship S y s t e m s  Command 
Depa r tmen t  of the Navy 
Attn: Code 6340 
Washington, D. C. 20360 
D i r e c t o r  
U. S. Naval  R e s e a r c h  Labo ra to ry  
Attn: Code 2027 (6) 
Washington, D. C. 20390 
Chief of Naval  R e s e a r c h  
Depa r tmen t  of the  Navy 
Attn: Code 438 ( 3 )  
Washington, D. C. 20360 
Commanding Off icer  & D i r e c t o r  
N. S. R. D. C. 
Attn: Code 5 13  
Washington,  D. C. 20007 
Commande  r 
Naval Ship S y s t e m s  Command 
Attn: Code 6440 
Washington, D. C. 20360 
Commande r  
Naval Ship Eng r .  Cen t e r  
Concept  Des ign  Divis ion 
Attn: Code 6420 
Washington,  D. C. 20360 
Commanding Off icer  & D i r e c t o r  
N. S. R.  D. C. 
Attn: Code 800 
Washington,  D. C. 20007 
Commanding Off icer  & D i r e c t o r  
N. S. R. D. C. 
Attn:  Code 581 
TEiashington, D. C. 20007 
Commanding  Off icer  & D i r e c t o r  
N. S. R. D. C. 
Attn: Code 550 
Washington, D. C. 20007 
Commander  
Naval Ship Sys tems Command 
Depar tment  of the Navy 
Attn: Code 6442 
Washington, D. C. 20360 
Commander 
Naval Ship Sys tems Command 
Depar tment  of the Navy , Attn: Code 6342A 
Washington, D. C. 20360 
Commanding 9 f f i ce r  & Direc tor  
N. S. R. D. C. 
Attn: Code 108 
Washington, D. C. 20007 
Commander Naval A i r  Sys t ems  Command 
Depar tment  of the Navy 
Attn: Code Ai r  370 
Washington, D. C. 20360 
Chief of Naval Resea rch  
Depar tment  of the Navy 
Attn: Code 463 
Washington, D. C. 20360 
Commanding Officer & Direc tor  
N. S. R. D. C. 
Attn: Code 901 
Washington, D. C. 20007 
Commanding Officer & Direc tor  
N. S. R. D. C .  
Attn: Code 940 
Washington, D. C. 20007 
Commanding Officer & Direc  t o r  
N. S. R. D. C. 
Attn: Code 942 
Washington, T1. C .  20007 
Commanding & Direc to r  
N. S. R. D. C. 
Attn: J. L. Power  (589) 
Washington, D. C. 20007 
Commanding Officer & Direc to r  
N. S. R. D. C. 
Attn: Code 520 
Washington, D. C. 20007 
Commander  
Naval Ship Sys tems Command 
Depar tment  of the Navy 
Attn: Code 0341 
Washington, D. C. 20360 
Commanding Officer & Direc tor  
N. S. R. D. C. 
Attn: Code 500 
Washington, D. C. 20007 
Commande r 
Naval Ordnance Sys tems Command 
Attn: ORD 03 
Washington, D. C. 20360 
Commander 
Naval Ordnance Sys tems Command 
Attn: ORD 913 (L ib ra ry )  
Washington, D. C. 20360 
Commander 
Naval Ordnance Sys tems Command 
Attn: OPED 05411 
Washington, D. C. 20360 
Commander 
Naval Ship Sys tems Command 
Department  of the Navy 
Attn: Code 61500 
Washington, D. C. 20360 
Commanding Officer and Direc tor  
N. S. R. D. C. 
Attn: Code 526A 
Washington, D. C. 20007 
Chief of Naval Resea rch  
Department  of the Navy 
Attn: Code 473 
Washington, D. C. 20360 
Commanding Officer & Direc to r  
N. S. R. D. C. 
Attn: Code 521 
Washington, D, C .  20007 
Commande r 
Naval Ship Engineering Center  
Concept Design Division 
Attn: Code 6110 
Washington, D, C. 20360 
Commander 
Naval Ship Sys tem Command 
Technical L ib ra ry ,  Code 202 1 
Washington, D. C. 20360 
Superintendent 
Naval Pos tgraduate  School 
Attn: L i b r a r y  
Monterey,  Calif. 93940 
Commande r 
Naval Ship Sys tems Command 
Depar tment  of the Navy 
Attn: Code 6345 
Washington, D. C. 20360 
National Academy of Sciences 
National Resea rch  Council 
210 1 Constitution Ave. , N, W. 
Washington, D. C. 20360 
Di rec to r ,  Engineering Science Division 
National Science Foundation 
Washington, D. C. 20550 
Direc tor  of Resea rch  Code RR 
National Aeronautics & Space Admin. 
600 Independence Ave. , S. W. 
Washington, D. C. 20546 
Division of Engineering 
Mar i t ime Administrat ion 
441 G. S t r ee t ,  N. W. 
Washington, D. C. 20235 
Djvision of Ship Design 
Mar i t ime Administrat ion 
441 G. S t r ee t ,  N. W. 
Washington, D. C. 20235 
Commander ,  R & T Divisions 
Ai r  F o r c e  Sys tems Command 
Attn: L. M. Medgepeth (APIP-  1) 
Wright-Pat terson AFB,  Ohio 45433 
A.FOSR (SREM) 
1400 Wilson Boulevard 
Arlington, Va. 22209 
National Science Foundation 
Engineering Division 
1800 C. St ree t ,  N. W. 
Washington, D. C. 20550 
D8efence Resea rch  & Dev. Attache 
Austral ian Embassy  
1601 Massachuse t t s  Avenue, N. W.  
Washington, D. C. 20036 
Superintendent 
N,aval Academy 
Attn: L ib ra ry  
A-nnapolis, Md. 2 1402 
Defense Documentation Ctr .  
Cameron Station 
Alexandria,  Virginia 22314 (20) 
Dr .  R. E. Wilson 
Assoc.  Tech. Dir .  (Aeroball is t ics)  
Naval Ordnance Labora tory  
White Oak 
Silver  Spring,  Md. 20910 
L ib ra r i an  
Department  of Naval Archi tec ture  
University of California 
Berkeley ,  California 94720 
Engineering L ib ra ry  
P lan t  25  
Grumman  A i r c r a f t  Engineering Corp. 
Bethpage, LongI s l and ,  N. Y .  11714 
NASA Lewis Resea rch  Center  
Attn: L ib ra ry  MS 60-3 
21000 Brookpark  Road 
Cleveland, Ohio 441 35 
Technical L ib ra ry  
Webb Institute of Naval Archi tec ture  
Glen Cove, Long Is land ,  N. Y . 11542 
Lorenz  G. S t raub L ib ra ry  
St. Anthony Fa l l s  Hydraulic Lab. 
Missippi  River  At 3rd A v e . ,  S. E .  
Minneapolis,  Minnesota 55414 
Engineering Societ ies  L ib ra ry  
345 E a s t  47th S t r ee t  
New York, N. Y. 10017 
NASA, Langley Resea rch  Center  
Langley Station 
Attn: L i b r a r y  MS 185 
Hampton, Virginia 23365 
National Resea rch  Council 
Aeronautical  L i b r a r y  
Attn: Mis s  0. M. Leach,  L ib ra r i an  
Montreal  Road 
Ottawa 7, Canada 
Redstone Scientific Information Center  
Attn: Chief, Document Section 
Army  Miss i le  Command 
Redstone Arsena l ,  Alabama 35809 
Tech. L ib ra ry ,  Code H245C- 3 
Hunters  Poin t  Division 
San F ranc i sco  Bay Naval Shipyard 
San F ranc i sco ,  California 94135 
Fenton Kennedy Document L i b r a r y  E 
The Johns Hopkins Universi ty 
Applied Phys i c s  Labora tory  
8621 Georgia Ave. 
S i lver  Spring,  Maryland 20910 
Engineering L ib ra ry  
Dept. 218, Bldg 101 
MC Donne1 Ai rc ra f t  Corp. 
P . O .  Box 516 
St. Louis ,  Missour i  63166 
Shipyard Technical L ib ra ry  
Code 246L Bldg. 746 
San F ranc i sco  Bay Naval Shipyard 
Vallejo, California 94592 
Libra ry  
The Marquardt  Corporat ion 
16555 Saticoy 
Van Nuys, California 9 1409 
Science & Technology Division 
L i b r a r y  of Congress 
Washington, D. C. 20540 
L ib ra r i an  Station 5-2 
Coast  Guard Headquar ters  
1300 E. S t r ee t ,  N. W. 
Washington, D. C. 20226 
NASA Scientific & Tech. Info. Fac .  
Attn: A c ~ u i s i t i o n s  BR ( S-AK/DL) 
P. 0. Box 33 
College P a r k ,  Maryland 20740 
L ib ra ry  
Aerojet-Gene r a l  Corp.  
6352 N. Irwindale Ave. 
Azusa ,  California 91702 
The Bunker -Ram0 Corporat ion 
Attn: Technical L ib ra ry  
8433 Fallbrook Ave. 
Canoga P a r k ,  California 91804 
P r o f e s s o r  L. N. Milne-Thomson 
Mathematics  Department  
Universi ty of Ar izona  
Tucson,  Arizona 85721 
P r o f e s s o r  F inn  C. Michelsen 
Naval Archi tec ture  & Marino Engineering 
450 West Engineering Building 
Universi ty of Michigan 
Ann A r b o r ,  Michigan 48106 
Dr.  E.  J .  Skudrzyk 
Ordnance Resea rch  Labora tory  
Pennsylvania State University 
Universi ty P a r k ,  Pennsylvania 16801 
Dr .  C. S. Yih 
Depar tment  of Engineering Mechanics 
Universi ty of Michigan 
Ann A r b o r ,  Michigan 48108 
P r o f e s s o r  F. G. Hammitt  
Universi ty of Michigan 
Ann A r b o r ,  Michigan 48108 
P r o f e s s o r  A. Kuethe 
Dept. of Aeronautical  Engineering 
Universi ty of Michigan 
Ann A r b o r ,  Michigan 48108 
Dr.  R. B. Bouch 
Genera l  Dynamics 
Quincy Division 
97 E. Howard 
Quincy, Mass .  02169 
Dr.  J .  Menkes 
Institute for  Defense Analyses 
400 Army-Navy Dr ive  
Arlington, Virginia 22204 
Prof .  W. W. Willmarth 
Dept. of Aero / space  Engineering 
Universi ty of Michigan 
Ann Arbor ,  Michigan 48104 
P r o f e s s o r  J.  Foa  
Dept. of Aeronautical  Engineering 
Renns s e l a e r  Polytechnic Institute 
Troy,  New York 12180 
P r o f e s s o r  R. C. Di P r i m a  
Department  of Mathematics  
Renns s e l a e r  Polytechnic Institute 
T roy ,  New York 12180 
Dr .  M. Sevik 
Ordnance Resea rch  Labora tory  
Pennsylvanis  State Universi ty 
Universi ty P a r k ,  P a .  16801 
Dr .  J .  M. Robertson 
Dept. of Theoret ical  & Applied Mechanics 
Universi ty of Illinois 
Urbana,  Illinois 6 1803 
P r o f e s s o r  J .  K. Vennard 
Dept of Civil Engineering 
Stanfo r d  Unviersi ty 
Stanford,  California 94305 
Dr .  G. F. Wislicenus 
Ordnance Resea rch  Labora tory  
Pennsylvania State Universi ty 
Universi ty P a r k ,  Pennsylvania 1680 1 
Dr .  Byrne  P e r r y  
Department  of Civil Engineering 
Stanford Universi ty 
Stanford,  California 94305 
P r o f e s s o r  E. Y. Hsu 
Dept. of Civil Engineering 
Stanford University 
Stanford,  California 94305 
P r o f e s s o r  D. Gilbarg 
Stanford Universi ty 
Stanford,  California 94305 
P r o f e s s o r  W. R. S e a r s  
1 2 6 Honnes s Lane 
Itl-laca. New York 14850 
P r o f e s s o r  F. Zwicky 
Depar tment  of P h y s i c s  
Cal ifornia  Inst i tute  of Technology 
P a s a d e n a ,  Cal i fornia  9 1109 
P r o f e s s o r  A. El l i s  
Uiiiversity of Calif.  San Diego 
La J o l l a ,  Calif.  92037 
P r o f e s s o r  J .  M. Kil len 
St. Anthony F a l l s  Hydraul ic  Lab. 
Uiniversity of Minnesota 
Minneapolis ,  Minnesota 55414 
P r o f e s s o r  A. G.  Strandhagen 
D~epar tment  of Engineering Mechanics  
Uiniversity of Not re  Dame 
Notre  D a m e ,  Indiana 46556 
P r o f e s s o r  A. P e t e r s  
Inst i tute  of Mathemat ica l  Sc iences  
N,ew Y o r k  Universi ty  
251 M e r c e r  S t r ee t  
Niew York ,  New York 10003 
P r o f e s s o r  R. E .  Li t t le  
Universi ty  of Michigan Dea rbo rn  Campus  
4901 E v e r g r e e n  Road 
D'earborn,  Michigan 48128 
P r o f e s s o r  John  Lau fe r  
Dept. of Ae rospace  Engineering 
Universi ty  P a r k  
L'os Angeles ,  Cal i fornia  90007 
Dr.  Mar t in  H. Bloom 
Polytechnic Inst i tute  of Brcoklyn 
Graduate  Cen te r ,  Dept. of Ae rospace  
Eng. & Applied Mechanics  
Fa rmingda l e ,  N. Y .  11735 
P r o f e s s o r  J .  J .  Foody 
Cha i rman ,  Engineering Depar tment  
State  Universi ty  of New York  
M.aritime College 
Bronx ,  New York 10465 
P r o f e s s o r  John  Mi les  
q, I .  G. P. P. 
Universi ty  of Calif. San Diego 
La  Jo l l a ,  Calif. 92038 
P r o f e s s o r  T. Y .  Wu 
California  Insi tute  of Technology 
Pasadena ,  Cal i fornia  91 109 
M r .  C. S. Song 
St .  Anthony Fa l l s  Hydraul ic  Lab. 
Universi ty  of Minnesota  
Minneapolis ,  Minnesota  55414 
P r o f e s s o r  M. A. Abkowitz 
Dept. of Naval Arch i t ec tu r e  and 
Mar ine  Engineering 
Massachuse t t s  Inst .  of Technology 
Cambr idge ,  Massachuse t t s  02 139 
P r o f e s s o r  M. S. Uberoi  
Depar tment  of Aeronaut ica l  Engineering 
Universi ty  of Colorado 
Boulder ,  Colorado 80303 
P r o f e s s o r  G. L. Von Eschen  
Dept. of Aeronaut ica l  As t ronaut ica l  Engrg .  
Ohio S ta te  Universi ty  
Columbus,  Ohio 432 10 
P r o f e s s o r  R. F. P r o b s t e i n  
Depa r tmen t  of Mechani cal  Engineer ing  
Massachuse t t s  Inst .  of Technology 
Cambr idge ,  Massachuse t t s  02 139 
P r o f e s s o r  A. T. Ippen 
Massachuse t t s  Inst .  of Technology 
Cambr idge ,  Massachuse t t s  02 139 
College of Engineering 
Office of R e s e a r c h  Se rv i ce s  {Univ. of Calif. 
Be rke l ey ,  Cal i fornia  94720 
P r o f e s s o r  M. Holt 
Division of Aeronaut ica l  Sc iences  
Universi ty  of Cal i fornia  
Be rke l ey ,  Cal i fornia  94720 
P r o f .  J .  V. Wehausen 
Depa r tmen t  of Naval Arch i t ec tu r e  
Universi ty  of Cal i fornia  
Be rke l ey ,  Cal i fornia  94720 
P r o f e s s o r  G. Birkhoff 
H a r v a r d  Universi ty  
Cambr idge ,  Massachuse t t s  02 138 
D r .  E. E.  Sech l e r  
Execut ive Officer  f o r  Aero.  
Cal i fornia  Inst i tute  of Technology 
P a s a d e n a ,  Cal i fornia  91 109 
P r o f e s s o r  A. Acos ta  
Cal ifornia  Inst i tute  of Technology 
P a s a d e n a ,  Cal i fornia  9 1109 
D r .  I rv ing  C. S t a t l e r ,  Head 
Applied Mechanics  Depa r tmen t  
Corne l l  Aeronaut ica l  Lab. Inc.  
P. 0. Box 235 
Buffalo, N. Y. 14204 
School of Applied Mathematics  
Indiana Universi ty 
Bloomington, Indiana 4740 1 
Mr .  J .  M. Wetze l  
St. Anthony F a l l s  Hydraulic Lab. 
University of Minnesota 
Minneapolis,  Minnesota 55414 
P r o f e s s o r  J .  Ripkin 
St. Anthony Fa l l s  Hydraulic Lab. 
Uriversity of Minnesota 
Minneapolis,  Minnesota 55414 
P r o f e s s o r  M. V. Morkvin 
Dept. of Mech. and Aerospace Eng 
Illinois Institute of Technology 
Chicago, Illinois 6061 6 
Direc tor  
Scr ipps  Institution of Oceanography 
University of California 
La Jo l l a ,  California 92037 
P r o f e s s o r  A. F. Charwat  
Depar tment  of Engineering 
University of California 
Los Angeles,  California 90024 
C. E .  Bowers (2)  
St. Anthony Fa l l s  Hydraulic Lab. 
Universi ty of Minnesota 
Minneapolis,  Minnesota 55414 
P r o f e s s o r  A. Charnes  
The Technological Inst i tute  
Northwestern University 
Evans ton , I l l i no i s  60201 
Dr.  0. G r i m  
Institute fur  Schiffbau 
Lammers i e th  90 
2,  Hamburg 33, Germany 
Dr .  S. F. Hoerner  
148 Busteed Drive 
Midland P a r k ,  New J e r s e y  07432 
Mr .  D. Savitsky 
Stevens Institute of Technology 
Davidson Labora tory  
Hoboken, New J e r s e y  07030 
Mr.  J .  P. Bres l in  
Stevens Inst i tute  of Technology 
Davidson Labora tory  
Hoboken, New J e r s e y  07030 
Dr .  John E. Mayer ,  J r .  
Resea rch  & Engineering Center  
F o r d  Motor Company 
P. 0. Box 2053 
Dearborn ,  Michigan 48123 
P r o f e s s o r  F r e d e r i c k  G. Hammitt  
Dept. of Mech. Eng. The Univ. of Mich. 
College of Engineering 
Ann Arbor ,  Michigan 481 04 
J .  D. Malloy, P re s iden t  
Hydrosys tems,  Inc. 
19 Engineers  Lane 
Farmingdale ,  New Y o r k  11735 
Mr.  J .  Z.  Lichtman,  Code 937 
Naval Applied Science Lab. 
Brooklyn, New YO rk  11251 
Dr .  Ronald Smelt  
Vice P res iden t  & Chief Scient is t  
Lockheed Ai rc ra f t  Corporat ion 
Burbank,  California 9 150 3 
Dr.  H. Reichardt ,  Di rec tor  
Max Planck Institut fu r  Stromungsforschung 
Bot t ingers t rasse  6 -8  
Gottingen, Germany 
Dr .  H. W. Le rbs  
Hamburgis  che Schiffbauversuchsanstalt 
Bramfe lde r  S t r a s s e  164 
Hamburg 33, Germany 
Dr.  H. Schwaneche 
Hamburgis  che Schiffbauversuchsanstalt 
Bramfelder  S t r a s s e  164 
Hamburg 33, Germany 
DIPL. Ing. A G r o s s  
Versuchsans ta l t  fu r  Wasserbau & Schiffbau 
Schleuseninsel  IM Tie rga r t en  
Ber l in ,  Germany 
P r o f e s s o r  Dr .  -1ng. S. Schus ter  
Versuchsans ta l t  f u r  Wasserbau & Schiffbau 
Ber l in ,  Germany 
Dr. K. Eggers  
Instiut fu r  Schiffbau 
Universi ty of Hamburg 
Laemmers i e th  90 
2 Hamburg 33, Germany 
P ro f .  Dr .  I r .  J .  D. Van Manen 
Netherlands Ship Model Bas in  
Haagsfeeg 2 ,  Postbox 28 
Wageningen, The Netherlands 
P r o f e s s o r  S. Siestrunck 
Bureau D'Analyse de Recherches  
Appliquees 
6 Rice Louis P a s t e u r  
92, Boulogne, F rance  
The Pr inc ipe l  
College of Engineering 
Guindy, Madras-25  
India 
I r .  W. Spuyman 
Netherlands Ship Resea rch  Cent re  TNO 
Leeghwaters t raa t  5 
Postbus 29, Delf t ,  Netherlands 
P ro f .  I r .  J .  G e r r i t s m a  
Head Shipbuilding Lab. , Tech. Univ. 
Mekelweg 2 
Delft,  The Netherlands 
Pirofessor  C a r l  P rohaska  
Hydro-og Aerodynamisk Labo r a to r ium 
Llrngby, Denmark  
Mr.  Alfonso Alcedan L . ,  Di rec tor  
Laboratorio Nacional de Hydraulics 
Antiguo Cameno A. Ancon 
Casi l la  Jos t a l  682 
L ima ,  P e r u  
PI-ofessor  J .  K. Lunde 
Sk.ipmodelltanken 
TI-ondheim, Norway 
Dl:. K. Taniguchi 
Mitsublishi Shipbuilding & Eng. Co. 
Nagasaki,  Japan  
Resea rch  Committee i n  Information 
The Amer ican  Society of Mechanical Engs. 
34.5 Eas t  47th S t r ee t  
New York ,  New York 10017 (2)  
Society of Naval Architects  and 
Marine Engineers  
74 Trini ty P lace  
New York, New York 10006 
Convair Division of Genera l  Dynamics 
P. 0. Box 12009 
Attn: L ib ra ry  (128-00) 
San Diego, Calif. 92112 
Ectito r 
Applied Mechanics Review 
Southwest Resea rch  Institute 
8500 Culebra Road 
San Antonio, Texas 78206 
The Western Company 
Resea rch  Division 
2201 North Waterview Parkway 
Richardson,  Texas 75080 
Chrys l e r  Corporat ion 
MGR. Advance P r o j e c t s  Organ. 
P. 0. Box 1827 
Det ro i t ,  Michigan 48231 
Direc tor  
Hudson Labora tor ies  
Dobbs F e r r y ,  New York 10522 
Ocean Sys tems 
North Amer ican  Aviation, Inc. 
12214 Lakewood Blvd. 
Downey, California 90241 
Mr .  Eugene F. B a i r d  
Chief of Dynamic Analysis 
Grumman  Ai rc ra f t  Eng. Corp.  
Bethpage, LongI s l and ,  N.Y. 11714 
Dr .  B. Sternl icht  
Mechanical Technology Incorpora ted  
968 Albany-Shaker Road 
Latham,  New York  12110 
Mr.  P. E i senbe rg ,  P r e s i d e n t  
Hydronautics , Inc. 
P indel l  School Rd. 
Howard Conuty 
L a u r e l ,  Md. 20810 
Dr .  J a c k  Kotik 
TRG. Incorpora ted  
Route 110 
Melvil le ,  New York 11746 
M r .  R. E .  MacPherson 
Oak Ridge National Labora tory  
P. 0. Box Y 
Oak Ridge, Tennessee  37831 
Dr.  F. R. Hama 
Gas Dynamics Lab. 
Pr ince ton  Univer s i ty 
Princeton,  N. J .  08540 
Southwest Resea rch  Inst i tute  
San Antonio, Texas  782 12 
Dr.  H. N. Abramson 
Southwest Resea rch  Inst i tute  
8500 Culebra  Road 
San Antonio, Texas  78228 
Mr.  War ren  Bloomfield 
Manager ,  Sys tems Engineering 
Lycoming Division Avco Corporat ion 
St ra t ford ,  Connecticut 06497 
Dr .  F. W. Boggs 
U. S. Rubber Company 
Resea rch  Center  
Wayne, New J e r s e y  07470 
M r .  A. Silverleaf 
National Phys ica l  Labora tory  
Teddington, Middlesex, England 
M r .  R. W. Kermeen  
Lockheed Miss i les  & Space Company 
Depar tment  57101 Bldg. 150 
Sunnyvale, California 94086 
Otto Decker ,  Manager 
F r i c t ion  & Lubricat ion Lab. 
Frankl in  Inst i tute  
20th & Parkway 
Philadelphia,  Penna  19103 
Dr .  Pau l  Kaplan 
Oceanics,  Inc. 
Plainview, Long Island,  N. Y. 11803 
Mr.  Ross  Hatte ,  Chief 
Marine Pe r fo rmance  Staff 
The Boeing C o . ,  Aero-Space Division 
P. 0. Box 3707 
Seat t le ,  Washington 98 124 
Dr.  A. Powell  
Code 900 
N. S. R. D. 
Washington, D. C. 20007 
Mr.  H. S tern  
Manager ,  Fluids Branch 
Genera l  E lec t r i c  Company 
P. 0. Box 8 
Schenectady, NewYork  12301 
Mr.  Schuyler Kleinhans 
Vice P res iden t  - Engineering 
Douglas A i rc ra f t  Company, Inc. 
Santa Monica,  California 90406 
W. B. Barkley  
Genera l  Dynamics Corp.  
E lec t r i c  Boat  Division 
Mar ine  Tech. Center  
P . O .  Box 911 
San Diego, California 92 112 
Commanding Officer 
Attn: Tech. Lib. (Bldg) 313 
Aberdeen Proving  Ground, Md. 21005 
Commander  
Por tsmouth  Naval Shipyard 
Por tsmouth ,  New Hampshi re  03801 
P ro fes so r  J. William Holl 
P ro fes so r  of Aerospace  Engineering 
Ordnance Resea rch  Labora tory  
Universi ty P a r k ,  Pa. 16801 
Secur i ty  C l a s s i f i c a t i o n  
California Institute of Technology 
Division of Engineering and Applied Science 
COLLAPSE O F  AN INITIALLY SPHERICAL CAVITY 
IN THE NEIGHBORHHOD O F  A SOLID BOUNDARY 
D E S C R I P T I V E  N O T E S  ( T y p e  of report and  i n c l u s r v e  d a t e s )  
Plesse t ,  Milton S. 
Chapman, Richard B. 
- 6 .  R E P O R T  D A T E  7.4. T O T A L  N O .  O F  P A G E S  76.  N O .  O F  R E F S  
June 1970 22 11 
Ba. C O N T R A C T  O R  G R A N T  N O  9a. O R I G I N A T O R ' S  R E P O R T  NUMBERIS)  
NOOO14-67-0094-0009 
b. P R O J E C T  N O .  Report No. 85-49 
Zigned 
This document has  been approved f o r  public r e l ease  and sale;  i t s  
distribution i s  unlimited. 
Office of Naval Research 1 I 
13. A B S T R A C T  
Vapor bubble collapse problems lacking spherical  symmetry a r e  solved 
h e r e  using a numerical method designed especially for  these problems. Viscosity 
and compressibil i ty in the liquid a r e  neglected. The method uses  finite t ime steps 
and features  an i terative technique for applying the boundary conditions a t  infinity 
directly to the liquid a t  a finite distance f r o m  the f r e e  surface.  Two specific cases  
of initially spherical bubbles collapsing near a plane solid wall were simulated: a 
bubble initially in  contact with the wall, and a bubble initially half i t s  radius f rom 
the wall a t  the closest  point. It i s  shown that the bubble develops a jet directed 
towards the wall ra ther  ear ly  in the collapse history.  F r e e  surface shapes and 
velocities a f e  presented a t  various s tages in the collapse. Velocities a r e  scaled 
1 
like (aplp where p i s  the density of the liquid and Ap i s  the constant difference 
between the ambient liquid p r e s s u r e  and the p r e s s u r e  in  the cavity. F o r  
atm' 
- the jet  had a speed of about 130 m / s e c  in  the f i r s t  
c1 density of water 
c i s e  &nd 170 m / s e c  in'the second when i t  s t ruck the opposite side of the bubble. 
Such jet  velocities a r e  of a magnitude which can explain cavitation damage. The jet 
develops so  ear ly in the bubble collapse his tory that compressibil i ty effects in the 
liquid and the vapor a r e  not important.  
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